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The Road Traffic Act 22nd Amendment focuses on overloading both in terms of Total

Permitted loads and the respective permitted axle loadings

This ACT has no bearing at all on the legal metrology ACT that regulates all trade weighing

to establish Gross, tare and nett weighing for trade of your existing weighbridges

Å The Amendments of the Act come into force from the 31st January 2015 and all 

Consignors and Consignee's are to be in full compliance.

Å Consignor Def ïin a contract of carriage, is the person sending a shipment to be

delivered by land, sea or air, terms sender or shipper

Å Consignee Def ïin a contract of carriage, is the entity who is financially responsible

(the buyer) for the receipt of  shipment, the receiver.

Å The Consignor shall make use of a method to establish the mass of Vehicles/Axle and 

group of Axles in order to make sure they are not overloaded.

Å A record must be kept of the masses of every load transported from there premises.

Å The records shall be made available to any traffic officer or person appointed to govern   

the Act.

Å Any Consignor that dispatches goods of 500 tons or greater shall comply with the ACT

Å Truck Owners are to advise Consignors of the permissible Axle weights and total masses

of there trucks.

Å Consignors must make sure the loadings are as advised by the truck owners when dispatched.

Å Axle Calculations are to be grouped as: 1. Steering Axle 2.Drive Axle 3.Trailer axles

Å Consignors to keep records of above

Å Truck driver must carry at all times details of the loading, namely nature of goods, Consignor,

operator, Axle and totals masses.

Å Amended regulations 330A and 330B are available from Weighcomm



Equipment requirements:

The Act at in its present form does not state what type of equipment must be used:

We offer a selection of equipment in terms of ease of use and budgetary constraints:

Existing weighbridge –only flush installations

Å Upgrading of instrumentation and installation of Axle Software

Å Axle weighing is performed on or off the weighbridge ïone axle and Group at a time.

Volume of traffic - Superweigh

Å Weighing in motion at 5km per hour

Å Fast axle weighing

Budget –Single V2 Axle static

Å Single Axle ïTime consuming

Group –Group V2 Axle static

Å Single and group Axle weighing

Å Time consuming

Multi platform weighbridges

Å Fast efficient weighing ïAxle and Gross, tare and Nett weighing

Å Expensive

Å AXLE WEIGHING SOFTWARE ïSEE ATTACHED



SIXTEENTH ANNUAL ROAD TRANSPORT LEGISLATION WORKSHOP DATES 2015

VENUES:

Å 26TH MAY 2015 –STELLENBOSCH (SPIER)

Å 28TH MAY 2015 –(GARDEN COURT MARINE PARADE)

Å 9TH JUNE 2015 –PRETORIA(CSIR)

Å ALTA SWANEPOEL AND ASSOCIATES

Å ALTA SWANEPOEL

Å 1266 STARKEY AVENUE

Å WAVERLY

Å PRETORIA



SUPAWEIGH

Features:
OIML approved
High Accuracy in- motion and static axle weighing system
UK National and EC type approved design with IP 67 rated indicator
Customer Configurable tickets and designs
0- 5km/h for trade and law enforcement applications
Overload capacity ï150%
25 ton x 10kg Capacity
Size: 3000mm x 730mm x 240mm
Display: High Visibility weigh display: with secondary data display, including
Å Over speed and over weight display
Å Real time clock
Communication: Serial

High accuracy, in-motion axle weighing system

Site Conditions:
Å Flush Mount only

R 199 999.00 ex vat

Extra options
Å Software
Å Civils
Å Installation
Å Delivery

Warranty 24 months



Single V2 Axle Static
High accuracy, static axle weighing system

Site Conditions:
Å Flush Mount only

Extra options
Å Software
Å Civils
Å Installation
Å Delivery

Warranty 24 months

Features:
RSA manufacture ï5 year Guarantee on structure
Static weighing
Cheaper option to the in motion axle scale
Single axle weighing ï1 axle at a time
Overload capacity ï150%
25 ton x 10kg Capacity
Size: 700mm x 3000mm x 290mm
Display: Latest technology digital indicator
OIML approved ZM 305, -20 to 60 Degrees Celsius, Stainless steel housing
Three logic output and two in input/Robot Control, Comms
RS 232, USB, Ethernet, Wireless(O), 

R 99 000.00 Ex Vat



Group V2 Axle static

High accuracy, static axle weighing system

Features:
RSA manufacture ï5 year Guarantee on structure
Static weighing
Cheaper option to the Mobile axle scale
Group axle weighing ï1 to 3 axles
Overload capacity ï150%
25 ton x 10kg Capacity
Size: 4000mm x 3000mm x 290mm
Display: Latest technology digital indicator
OIML approved ZM 305, -20 to 60 Degrees Celsius, Stainless steel housing
Three logic output and two in input/Robot Control, Comms
RS 232, USB, Ethernet, Wireless(O), 

R 129 000.00 Ex Vat
Site Conditions:
Å Flush Mount only

Extra options
Å Software
Å Civils
Å Installation
Å Delivery

Warranty 24 months



Innovative Weighing Solutions

Weighbridge Solutions

Å Challenger Approved Weighbridge ï

Local design and manufactured ïstandard 24 x 3m or customised 

Å Challenger 22 x 3m Multi platform weighbridge - AXLE

Å Weighcomm Rail/Road  - Customised

Å Weighbridge indicators

Å 16 x load cells

Å RS 232/485 and Ethernet

Å Options available

Å Weighbridge Load cells

Å T302 X Analogue

Å T301 X Digital

Å Weigh bar 22 ton

Å Weigh bar 33 ton



Mid Level

Å Simple weighing for 

platforms 

Å RS 232 

Å Max 4 load cells

Indicators

Entry Level

Å Simple weighing for 

platforms 

Å RS 232 optional

Å Max 4 load cells

Process/control Level

Å Simple weighing for 

platforms /Tanks

Å RS 232 optional

Å Max 4 load cells

Å Options 4- 20ma, Ethernet 

IO control

Top of range –Weighbridge and process

Å Weighbridge ï16 x LC

Å IO Control

Å RS 232, Ethernet/options RS 

485/422,profibus ,Modbus, duel platforms

Ohaus T32XW SS

AWB

ZM 2

Ohaus PT31

ZM 3

E1105, E1110

E1205,E1210



Avery T203 C4 ï125,250,500kg

Avery T204 C4 ï1500,3000kg

Applied tank weighing mountï1000 to 100 ton

Tedea Pt 355 ï5 to 500kg

Zemic ïL6 60,300 and 500kg

Avery 8701 23 and 45 ton

PT C220 mount stainless steel

Avery ïT302 X analogue and

T301 X digital load cell

Avery ïWeighbar 22 and 33 ton

Link and easy mount



Please donôt hesitate to contact us on the contact details below, we 
have our Sales staff ready to assist you:

¶ Randburg head office: Michael Vieira ï011 781 4264/7 - 082 
5625576 ïmichael@weighcomm.co.za

¶ Jet Park Office: Ashley Slater ï011 781 4264/7 ï083 458 1896 
ïashley@weighcomm.co.za

¶ Durban Office: Riaan Potgieter/Jessica Barker ï031 705 7158 ï
083 3733 685/079 526 0895 ïinfokzn@weighcomm.co.za

¶ Cape Town Office ïGraham Hitchings/ Linda Ann Bezuidenhout
ï021 703 6525/80 ï072 523 2021/084 551 1744 ï
cape@weighcomm.co.za;lindaann@weighcomm.co.za

¶ Richards Bay ïSherry Martin ï082 298 7096 ï
sherry@weighcomm.co.za
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